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magnetic stirrers without heating
03  I F20 mini
03  I F30
03  I F40 maxi
05 I F4 - F8 multiposition

magnetic stirrers with heating
05 I F64 multiposition
06 I F60
06 I F80 digital
06 I F100 maxi
07  I F91 ceramic glass
11  I mF stirring heating mantles

overhead stirrers
08  I at series

shakers
10  I shaking water bath
12  I F320 series
13  I F340 - F350 - F355 - F365 series

rotators - rollers
14  I F205 series rotary
15  I F406 - 409 roller
16  I mix
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Item Ø mm length mm

601.0125.23 3 8
601.0125.24 3 13
601.0125.25 3 20
601.0125.26 6 10
601.0125.14 6 20
601.0125.15 6 30
601.0125.19 7 40
601.0125.16 8 40
601.0125.17 8 50
601.0125.18 9 60

Item Ø mm length mm

601.0125.40 3 8
601.0125.41 4,5 12
601.0125.42 6 20
601.0125.43 6 30
601.0125.44 8 40
601.0125.45 8 50
601.0125.46 9 60

Without heating
magnetic stirrers without heating. For volumes from 50 ml to 
40 liters.

Technical data  F 20 F 30 F 40

Power V/Hz 230/50-60 230/50-60 230/50-60
stainless steel working surface lxD mm 110x110 Ø140 260x260
max stirring capacity with H

2
o lt 0,800 20 40

safety class  0 0 0
Variable speed rpm 100-1100 100-2500 100-1400
Hole for rod m 8 no Yes no
motor power W 10 20 70
Dimension lxWxH mm 110x115x60 190x260x90 260x270x125
Weight kg 0,7 2,0 4,8
stirring bar suggested Ø mm 6x20 6x30 9x60

Item  601.0101.20 601.0101.30 601.0101.40

F 30

CIlIndrICal magneTIC sTIrrIng bars  
PTFe CoaTed

CIlIndrICal magneTIC sTIrrIng bars  
WITh rIng - PTFe CoaTed

F 20 mini

to complete stirring bar serie see at page 4

electromagnetic stirrers

F 40 maxi
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Cilindrical magnetic stirring bars

Item Ø mm length mm

601.0125.23  3  8
601.0125.24  3  13
601.0125.25  3  20
601.0125.26  6 10
601.0125.14  6  20
601.0125.15  6  30
601.0125.19  7  40
601.0125.16  8  40
601.0125.17  8  50
601.0125.18  9  60
601.0125.20  12  55
601.0125.21  13  70

Item Ø mm length mm

601.0125.30  8  15
601.0125.31  8  20
601.0125.32  8  25
601.0125.33  8  30
601.0125.34  8 40
601.0125.35  8  50
601.0125.36  8  55

Item Ø mm length mm

601.0125.55    8  12
601.0125.56    8  20
601.0125.57    8  25
601.0125.58  10  35
601.0125.59  12  50

Item Ø mm length mm

601.0125.12  8-10  300

Item length mm

601.0125.62  37
601.0125.63  55

Item Ø mm length mm

601.0125.40  3    8
601.0125.41    4,5  12
601.0125.42  6  20
601.0125.43  6  30
601.0125.44  8  40
601.0125.45  8  50
601.0125.46  9  60

Item Ø mm length mm

601.0125.50  10  20
601.0125.51  12  25
601.0125.52  15  30
601.0125.53  15  35

CIlIndrICal magneTIC sTIrrIng bars  
PTFe CoaTed

CIlIndrICal magneTIC sTIrrIng bars  
glass CoaTed

TrIangular magneTIC sTIrrIng bars  
PTFe CoaTed

magneTIC sTIrrIng bars WITh sIde PlaTes 
PTFe CoaTed

Item hxØ mm

601.0125.66    8x10
601.0125.67  10x14
601.0125.68  13x17
601.0125.69  15x22

sTar-shaPed magneTIC sTIrrIng bars  
PTFe CoaTed

CIlIndrICal magneTIC sTIrrIng bars  
WITh rIng - PTFe CoaTed

sTIrrIng bar remover
PTFe CoaTed

oval magneTIC sTIrrIng bars  
PTFe CoaTed
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electromagnetic stirrers

multi-position F64 with eating
• 4 Position hot plate stirrer
• Excellent for multi-use and wide range  of sample testing
• Indipendent heating and stirring control
• Aluminium plates for excellent temperature uniformity

    
    
    
    
    
    
    
    
    
    
    
 

Technical data  F4 F8

Working plate mm 205x205 205x410
safety class  0 0
Protection class iP 40 40 
Distance from stirring points  mm 100 100
max stirring capacity with H

2
o lt 1x4 1x8

Timer hh:mm ∞ o 99:59 ∞ o 99:59
Variable speed rpm 80÷1200 80÷1200
motor Power W 25 25
External dimension mm 205x280x70 205x485x70
Power V/Hz 230/50-60 230/50-60
Weight  kg 2,0 4,0
suggested stirring bar Ø mm 6x20 6x20

Item  601.0101.44 601.0101.49

multi-position F4 - F8
•  Digital feedback controller
• Digital timer, continuous function included timer 99hr 59min
•  Digital lcD display with back-light function

•  Case in stainless steel coated
•  Plate in stainless steel (304)
•  Smooth start and chance of stirring speed

Technical data  F64

Working plate Ø mm 150×4
safety class  1
Protection class iP 41
max stirring capacity with H

2
o lt 6 × 4

Variable speed  rpm 100– 1800
Hole for rod  Yes
Plate temperature from ±ºc +50  a +350
Precision on the plate ±ºc ±3
motor Power W 20×4
Heating resistance power W 400×4
Dimension lxWxH mm 715 × 255 × 125
Power V/Hz 230/50-60
Weight  kg 9
suggested stirring bar Ø mm 6x30

Item  601.0122.95

stainless steel rod  
Ø10x400 mm

Item  

601.0125.01
aCCessorIes 
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electromagnetic stirrers

With heating
• F60 model without connection for thermometer
•  F80 model with digital thermometer and in-built PT100 probe 

which provide greater accuracy of the temperature; on the 
back there is a switch with a jack for connecting the external 
Pt100 probe

•  F80 with digital speed control
•  F100 model for large capacities, with structure made of 

metal sheet painted with anti-acid epoxy powder coating

•  Equipped with mechanical timer that can be programmed 
from 0 to 12 hours and in昀椀nite

structure made of cast aluminium alloy painted with anti-acid 
epoxy powder coating (F60 - F80).
the shaking unit is made up of an electronic system for better 
adjustment of the rotations.
the heating plate, made entirely of aluminium, guarantees 
excellent heat diffusion.

nb
The maximum temperatures indicated refer to the plate

stainless steel rod
Ø10x400 mm

Kit for external probe 
(clamp-rod-probe)

aCCessorIes For F80

Item  

601.0125.10

Item  

601.0125.01

F60

F80 Digit
hIgh-PErFormAnCE

Technical data  F60 F80 F100 maxI

Working plate Ø mm 150 150 210
Protection class iP 41 41 41
max stirring capacity with H2o lt 20 20 30
Variable speed rpm 100-1500 100-1500 100-1400
Hole for rod  m8 yes yes yes
thermometer connector  no yes no
Plate temperature from °c da +50 a +350 da +50 a +350 da +50 a +350
Precision on the plate °c ±3 ±3 ±3
Precision whit probe inserted °c - ±1 -
motor Power  W 20 20 70
Heating resistance power W 400 400 650
Dimension lxWxH mm 190x260x115 190x260x115 360x270x150
Power V/Hz 230/50-60 230/50-60 230/50-60
Weight  kg 2,5 2,5 7,5
stirring bar suggested Ø mm 6x30 6x30 9x60

Item  601.0122.60 601.0122.80 601.0122.99

aCCessorIes For sTIrrers 

For complete set of anchors see page 4
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electromagnetic stirrers

With plate in ceramic glass
•  Stainless steel structure painted with anti-acid epoxy powder 

coating

•  PID microprocessor-based temperature control (F91 T)
•  Digital reading of the temperature (F91 T)
•  lED indicator for hot plate (above 50°C)
• 160x160 support plate in ceramic glass

aCCessorIes 

Kit for external probe for F91 T 
(clamp-rod-probe)

it allows you to directly control the temperature in the 
liquid.
• maximum temperature: 200 ° C
• Display resolution: 0.1 ° C

the instrument beeps and turns off in the case where 
the probe is extracted from the liquid, if the level is not 
suf昀椀cient or breaks the probe.
can only be used with the model F91 t.

Item  

601.0125.08

Technical data  F91 F91 T

ceramic-glass plate mm 160x160 160x160
safety class  0 0
Protection class iP 40 40
Heating elements power mm 120x120 120x120
max stirring capacity lt 15 15
Variable speed rpm 150÷1500 150÷1500
Plate temperature °c 50÷550 50÷550
temperature controller  analogic digitale
   risolution 1°c 
   precision ± 1°c 
External probe  no yes*
Power W 550 550
External dimension mm 220x240x145 220x240x145
Power V/Hz 230/50-60 230/50-30
Weight kg 3,6 3,6

Item  601.0122.91 601.0122.93

InSTrumEnTATIon lInE

F91

F91 t
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aT series
•  rod stirrers with continuous regulatian of speed. Suitable far 

routine and cantinuous works.

•  Smooth start and change of the stirring speed.
•  overload protection and over-heat protection functions for 

motor.

overhead stirrers

at - analogical

at - Digital 
rEmoTE 
ConTrollEr at - Digital

Technical data  aT-m 10 aT-m 20 aT-md 10 aT-md 20 aT-mCd 10

Protection class iP  43 43 43 43 43
safety class  0 0 0 0 0
set lecture values  analogical analogical digital digital digital
Variable speed rpm 200-3000 200-3000 200-3000 200-3000 200-3000
max couple torsion spindle ncm 85 145 85 145 30
max Ø probe insertion mm 10 10 10 10 10
max stirring capacity with H2o lt 10 20 10 20 10
max viscosity mPas 10000 50000 10000 50000 10000
Absorbed power W 83/120 75 120 75 120 30***
Dimension lxWxH mm 90x145x180 90x145x180 90x145x180 90x145x180 90x100x180
Power V/Hz  230/50-60 230/50-60 230/50-60 230/50-60 230/50-60
Weight kg 4,5 5,3 4,5 5,0 3,5

Item  605.0150.10 605.0150.12 605.0150.18 605.0150.20 605.0150.15
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accessories for overhead stirrers

stainless steel stirring rods

  rotor mm Ø rod overal 
Item Photo n° length x h mm mm length mm

605.0152.02 1 50x10 7 300
605.0152.03 2 50x20 7 300
605.0152.04 3 70x50 7 300
605.0152.05 4 45x40 8 350
605.0152.06 5 100x10 7 300
605.0152.07 1 100x20 7 300
605.0152.08 6 50 7 300
605.0152.10 4 90x80 8 350

stainless steel stirring shafts - PTFe coated

 rotor mm Ø rod PTFe overal 
Item length x h mm mm thickness length mm

605.0152.12 90x20 6,5 1,5 450
605.0152.13 90x20 6,5 1,5 600

stainless steel stirring shafts with rigid paddle - PTFe coated

 rotor mm Ø rod PTFe overal 
Item length x h mm mm thickness length mm

605.0152.15 80x12 6,5 1,5 450
605.0152.16 80x12 6,5 1,5 600

stainless steel fan shaped stirrer shafts - PTFe coated

 rotor mm Ø rod PTFe overal 
Item length x h mm mm thickness length mm

605.0152.23 38 6,5 1,5 300
605.0152.22 24 6,5 1,5 300

supports e clamps

Item description

263.8350.20 support opening 130x280 mm with one rod ØxH 12x600 mm
263.8350.22 support opening 180x460 mm with one rod ØxH 15x750 mm
263.8350.72 support opening 230x600 mm with three rods ØxH 15x1000 mm
146.2900.41 claw clamp with maximum opening Ø18 mm for rods

stainless steel u-shaped stirrer shafts - PTFe coated

 rotor mm Ø rod PTFe overal 
Item length x h mm mm thickness length mm

605.0152.17 60x40 6,5 1,5 350
605.0152.18 60x40 6,5 1,5 450
605.0152.19 80x50 6,5 1,5 450

5

2

3

1
1 6

4



instrumentation line

Contenitori

10

shaking water baths

Technical data  Wb-mF

capacity lt  20
shaking stroke mm  15
Protection class iP  42
safety class Din 12879  1
Frequency shaking rpm  0-200
Heating power W  2100
Precision °c  ±0.5
temperature amb. da +5 a +100
External dimension mm  670x400x290
internal dimension mm  440x240x200
Power V/Hz  230/50-60
Weight kg  16

Item  610.1007.74

supporting plates without clips  
for 昀氀asks and beakers

Capacity lxP 365 x 235 mm

ml n. pieces max supports for plates
25 e 50 24-20
100 15
250 12
500 6
1000 4
2000 2

Item 610.1007.83

Fixing clips for 昀氀asks and beakers
Capacity Item

ml 25  603.0131.03
ml 50  603.0131.05
ml 100  603.0131.10
ml 250  603.0131.25
ml 500/1000  603.0131.50
ml 2000  603.0131.70

Wb-mF series 
shaking water baths
Baths with Dubnoff type shaking action are made entirely of 
sheet steel which has been oven coated with acid-resistant 
epoxy paint whilst the inner tank is made of stainless steel.
the front panel features a temperature control switch with 
digitally preset temperature selection thanks to the PiD 
microprocessor.
the temperature is controlled by the Pt 100 sensor, whilst 
shaking action can be controlled by the knob with linear lED 
display.
safety thermostat with manual reset.

n.b. 
The bath is supplied without lid,
support plate and 昀椀xing springs

aCCessorIes

Plexiglass gable lid

Item  

610.1007.76

general purpose container  
lxW 325x235x60 mm

Item  

610.1007.81
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stirring heating mantles

heaters 
with stirring
heaters with agitation for 昀氀ask. Ideal to heat and stir the liquid 
in the 昀氀ask, at the same time or separately
•  heating element are built in a single block of ceramic 昀椀ber 

and covered by a cap of stainless steel that ensure excellent 
insulation even in case of accidental breaking of the 昀氀ask

•  Thermoregulator with numbered scale to set and control the 
temperature

•  Electronic temperature controller
•  Clamp to fasten the rod

n.b. 
The maximum temperature values   refer to the shell

Technical data  mF100 mF250 mF500 mF1000 mF2000

Flask ml  100  250  500  1000  2000
temperature °c  +350  +350 +350  +350  +350
Precision  °c  ± 5  ± 5  ± 5  ± 5  ± 5
Heating res. capacity  W  130  180  250  450  600
External dimension  mm  185x175  205x190  245x210  245x210  310x230
Variable speed  rpm  100-2500  100-2500  100-2500  100-2500  100-2500
motor Power  W  20  20  20  20  20
Power V/Hz  230/50-60 230/50-60 230/50-60 230/50-60 230/50-60
Protection class iP  32 32 32 32 32 
safety class  0 0 0 0 0
Weight  kg  2,6  2,8  3,3  3,7  6,6
suggested stirring bar Ø mm 6x20 6x20 6x20 6x20 6x20

Item  625.0510.01  625.0510.02  625.0510.05  625.0510.10  625.0510 20 

stainless steel rod Ø10x500 mm Holder clamp

Item  

263.7120.05

Item  

180.4300.56

Item  

146.2900.05

aCCessorIes
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shakers

F320 series
•  Shaker for “micro plates”
•  Standard platform for 4 “micro plates”
•  Deep well plates can be used
•  lED display (for reading current speed or time)

Technical data  F320

orbit diameter mm 3
Variable speed rpm 300÷1600
capacity
number of plate positions  4
test tubes of 1,5 ml  96
timer hh:min 99:59
Power W 25
Dimension lxWxH mm 290x330x141
Power V/Hz 100-240/50-60
Weight kg 6

Item  603.0130.50

Supporting plates without 昀椀xing clips
 lxP 280x220 mm

Item 603.0131.80

Fixing clips

Capacity ml Item

    25  603.0131.03
    50  603.0131.05
  100  603.0131.10
  250  603.0131.25
  500/1000 603.0131.50
2000  603.0131.70

aCCessorIes
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shakers

F340 - F350 - F355 - F365 series
•  The movement is provided by a motor inductance 

(therefore maintenance-free), very quiet
•  The mail application allows you to maintain a constant 

speed set even with loads of different weight

•  The lCD display gives an excellent view and a quick 
reference parameters

•  help Programming options

hoW To uSE
ShAkIng moDE
the instrument shakes at the set speed

TImEr moDE
the instrument shakes at the set speed
and it works for the set  time

ProgrAm moDE
You can store the instrument 
up to 6 programs with 10 steps each

SAmPlE ProgrAm
step rpm time

  0 102 00:30
  1 178 01:05
  2     0 00:15
  3   20 00:40

Technical data  F340 F350 F355 F365

Plate mm 350x350 350x350 350x350 350x350
safety class  0 0 0 0
Protection class iP 30 30 30 30
motion  linear orbital linear orbital
orbit diameter mm 10 10 25 25
Programs n/step 6/10 6/10 6/10 6/10
Variable speed colpi/min 10-300 10-300 10-300 10-300
Digital timer hh:min 00:00 (∞) - 99:59 00:00 (∞) - 99:59 00:00 (∞) - 99:59 00:00 (∞) - 99:59
maximum load kg 10 10 10 10
Dimension lxWxH mm 410x490x140 410x490x140 410x490x140 410x490x140
Power V/Hz 230/50 230/50 230/50 230/50
Weight kg 20,5 20,5 20,5 20,5 

Item  603.0130.35 603.0130.30 603.0130.25 603.0130.20

Supporting plates without 昀椀xing clips
Capacity lxP 340x290 lxP 600x310
      ml places n° places n°

25 e 50 30  55
   100 20  36
   250 12  21
   500 6  15
 1000 4  8
 2000 2  5

Item       603.0131.01  603.0131.02

Fixing clips

Capacity ml Item

    25  603.0131.03
    50  603.0131.05
  100  603.0131.10
  250  603.0131.25
  500/1000 603.0131.50
2000  603.0131.70

universal support for containers

n. places Funnels of ml

4   250
3   500
2 1000

Item       603.0131.00

Dimension 340x290x110

the bars are adjustable fastening in height  
and total length

rpm

102

0:00 0:30 1:35 1:50 2:30

102

tempo

102

aCCessorIes
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F205 series rotator
•  rotary shaker for test tubes suitable for mixing different 

sized tubes via a “tumbling” motion and “rolling” motion
•  Ideal to use in laboratories for preparation protocols
•  Suitable for using with incubators, even refrigerated
• Adjustable angle rotation
•  Digital speed control
• 0÷90 min or ∞

Technical data  F205

speed rpm tra 2 e 40
Timer min 0 ÷ 90 o ∞
Display   digital
rotation control  digital
Working temperature °c da +4 a +60
Power  W  80
Dimension lxWxH mm 210 x270x240
Power V/Hz 230/50
Weight kg 3,2

Item  603.0129.26

aCCessorIes

rotators

rotating plate tube holder

Item n. tubes for ml

603.0129.41 48  1,5
603.0129.42 12 50

rotating plate tube holder

Item n. tubes Ø mm

603.0129.43 20 9÷20

rack tube holder  
for cell culture

Item n. tube Ø mm

603.0129.44 63 12
603.0129.45 63 16
603.0129.46 30 26



instrumentation line

Contenitori

15

rollers

roller
•  Provides a rocking and rolling motion to test tubes
•  Digital speed control
•  540 min digital timer
•  Digital speed control with a resolution of 1 rpm
•  Audible and visual alarm for motor overload
•  Can be used with Bijoux, universal containers, and bottles 

with diameters up to 135 mm

Technical data  F406 F409

speed rpm 5-60 5-60
Power W 50 50
timer min 540 540
amplitude excursion mm 16 16
rollers n 6  9
maximum load kg 10 10
internal dimension mm 340x30 340x30
total dimension lxWxH mm 565x240x110 565x360x110
Environment °C da +4 a +60 da +4 a +60
operating temperature % 80 80
Power V/Hz 230/50 230/50
Weight kg 5,1 6,9

Item  603.0129.80 603.0129.82
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