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4342 Mechanical Pipettes Mechanical PipettesProline® Plus

Widest Range of Pipettes 
The Proline Plus family includes the 
widest range of pipettes, from 3 μl | 5μl 
to 10 ml, as both adjustable and fixed 
volume devices. The fixed volume 
pipettes are particularly useful in student 
laboratories or in any laboratory where 
the application requires a constant 
volume, ready-set, to avoid errors.

Ergonomic Design
A comfortable handle and ergonomic 
finger support enable effortless pipetting.  
There is no need to squeeze the handle 
during pipetting, thereby reducing the  
risk of RSI. 

Perfect Tip Sealing with Optiload Tip 
Loading Mechanism in Multichannel 
Pipettes
All Proline Plus multichannel pipettes  
are equipped with spring loaded tip cones 
– the Optiload mechanism secures even 
tip sealing and simultaneously allows tips 
to be loaded and ejected with minimum 
force. This is a particular advantage in 
multichannel models, where tip loading 
and ejecting generally require more force. 
Using less force reduces the risk of hand 
injuries. 

  Ordering Information

Proline® Plus

Cat. No. Channels Volume 
Range (µl)

Increment 
(µl)

Test 
Volume (µl)

Inacc. 
(%)

Impr. 
(%)

Safe-Cone Filters 
Standard   Plus

Optifit 
Tips (µl)

SafetySpace™ 
Filter Tips (µl)

728010 1  0.1 – 3 0.002 3 
1.5 
0.3

1.30 
2.40 
10.00

0.80 
1.60 
6.00

- - 10 10

728020 1  0.5 – 10 0.01 10 
5 
1

1.00 
1.50 
2.50

0.60 
1.00 
1.50 

- - 10 10

728030 1  2 – 20 0.02 20 
10 
2

0.90 
1.20 
3.00

0.40 
1.00 
2.00

721014 - 200 20

728040 1  5 – 50 0.10 50 
25 
5

1.00 
1.40 
3.00

0.30 
0.50 
1.50

721008 721018 200 120

728050 1  10 – 100 0.10 100 
50 
10

0.80 
1.00 
2.00

0.15 
0.40 
1.00

721008 721018 200 
350

120

728060 1  20 – 200 0.20 200 
100 
20

0.60 
0.80 
2.00

0.15 
0.30 
0.80

721007 721017 200 
350

200 
300

728070 1  100 – 1000 1.00 1000 
500 
100

0.60 
0.60 
1.00

0.20 
0.20 
0.40

721006 721016 1000 1000

728080 1  500 – 5000 10.0 5000 
2500 
500

0.50 
0.60 
2.00

0.20 
0.30 
0.60

721005 721015 5000 -

728090 1  1 – 10 ml 20.0 10000 
5000 
1000

0.60 
1.20 
3.00

0.20 
0.30 
0.60

721005 721015 10 000 -

728120 8  0.5 – 10 0.01 10 
5 
1

1.50 
2.50 
4.00

1.00 
2.50 
4.00

- - 10 10

728130 8  10 – 100 0.10 100 
50 
10

0.70 
1.00 
3.00

0.25 
0.70 
1.50

721008 721018 200 
350

120

728140 8  30 – 300 0.20 300 
150 
30

0.60 
1.00 
2.00

0.25 
0.50 
1.00

721007 721017 350 300

728220 12  0.5 – 10 0.01 10 
5 
1

1.50 
2.50 
4.00

1.00 
2.50 
4.00

- - 10 10

728230 12  10 – 100 0.10 100 
50 
10

0.70 
1.00 
3.00

0.25 
0.70 
1.50

721008 721018 200 
350

120

728240 12  30 – 300 0.20 300 
150 
30

0.60 
1.00 
2.00

0.25 
0.50 
1.00

721007 721017 350 300

Prevent Contamination with  
Safe-Cone Filters 
Replaceable Safe-Cone Filters act as a 
barrier, preventing aerosols or fluids from 
reaching the internal components of the 
pipette. Safe-Cone Filters are available 
for all Proline Plus models greater than 
10 μl. These filters must be replaced 
regularly, and in every case of over-
aspiration.

Maintenance and Calibration Made 
Easy
No opening tools are needed when 
cleaning and maintaining Proline Plus 
pipettes, and only three parts need to 
be cleaned. These pipettes can be easily 
calibrated using the tool provided with 
them.

Proline® Plus

No rocking needed
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